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paragraphs (a)(3) and (a)(4) of this sec-
tion. All excess spoil material not re-
tained on the mountaintop shall be 
placed in accordance with 30 CFR 816.41 
and 816.43 and 816.71 through 816.74. 

[44 FR 15452, Mar. 13, 1979; 44 FR 49687, Aug. 
24, 1979, as amended at 48 FR 39905, Sept. 1, 
1983; 48 FR 44781, Sept. 30, 1983] 

PART 825—SPECIAL PERMANENT 
PROGRAM PERFORMANCE 
STANDARDS—SPECIAL BITU-
MINOUS COAL MINES IN WYO-
MING 

Sec. 
825.1 Scope. 
825.2 Special bituminous coal mines in Wyo-

ming. 

AUTHORITY: 30 U.S.C. 1201 et seq. 

SOURCE: 47 FR 33432, Aug. 2, 1982, unless 
otherwise noted. 

§ 825.1 Scope. 

This part establishes requirements 
for certain bituminous surface coal 
mining activities located west of the 
100th meridian west longitude in Wyo-
ming which existed on January 1, 1972, 
and for surface coal mining activities 
immediately adjacent thereto which 
began development after August 3, 1977, 
in accordance with section 527 of the 
Act. 

§ 825.2 Special bituminous coal mines 
in Wyoming. 

Special bituminous coal mines in 
Wyoming, as specified in section 527 of 
the Act, shall comply with the ap-
proved State program, including Wyo-
ming statutes and regulations, and re-
visions thereto. 

PART 827—PERMANENT PROGRAM 
PERFORMANCE STANDARDS— 
COAL PREPARATION PLANTS NOT 
LOCATED WITHIN THE PERMIT 
AREA OF A MINE 

Sec. 
827.1 Scope. 
827.11 General requirements. 
827.12 Coal preparation plants: Performance 

standards. 
827.13 Coal preparation plants: Interim per-

formance standards. 

AUTHORITY: 30 U.S.C. 1201 et seq., and Pub. 
L. 100–34. 

SOURCE: 48 FR 20401, May 5, 1983, unless 
otherwise noted. 

§ 827.1 Scope. 
This part sets forth requirements for 

coal preparation plants operated in 
connection with a coal mine but out-
side the permit area for a specific 
mine. 

[53 FR 47391, Nov. 22, 1988] 

§ 827.11 General requirements. 
Each person who operates a coal 

preparation plant subject to this part 
shall obtain a permit in accordance 
with § 785.21 of this chapter, obtain a 
bond in accordance with subchapter J 
of this chapter, and operate that plant 
in accordance with the requirements of 
this part. 

§ 827.12 Coal preparation plants: Per-
formance standards. 

Except as provided in § 827.13 of this 
part, the construction, operation, 
maintenance, modification, reclama-
tion, and removal activities at coal 
preparation plants shall comply with 
the following: 

(a) Signs and markers for the coal 
preparation plant, coal processing 
waste disposal area, and water-treat-
ment facilities shall comply with 
§ 816.11 of this chapter. 

(b) Any stream channel diversion 
shall comply with § 816.43 of this chap-
ter. 

(c) Drainage from any disturbed area 
related to the coal preparation plant 
shall comply with §§ 816.45 through 
816.47 of this chapter, and all dis-
charges from these areas shall meet 
the requirements of §§ 816.41 and 816.42 
of this chapter and any other applica-
ble State or Federal law. 

(d) Permanent impoundments associ-
ated with coal preparation plants shall 
meet the requirements of §§ 816.49 and 
816.56 of this chapter. Dams con-
structed of, or impounding, coal proc-
essing waste shall comply with § 816.84 
of this chapter. 

(e) Disposal of coal processing waste, 
noncoal mine waste, and excess spoil 
shall comply with §§ 816.81, 816.83, 
816.84, 816.87, 816.89, and 816.71 through 
816.74 of this chapter, respectively. 
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